Main Auditorium

Stage - Main Stage offers the following specifications:

1. Proscenium - flexible (8m to 11m) via an architecturally adjustable pros. (i.e. not by on stage tormentors). Maximum height: 7m

2. Floor - Level, timber covered with tempered hardboard.

3. Stage Depth - 12.85m

4. Setting Line to Back Wall - 11.85m

5. Apron - 2 lifts adding 1.9m or 3.6m

6. Wings - OP: 7.8m DS tapering to 6m US; PS: 6.9m DS tapering to 5.4m US

7. Traps - Comprehensive system of traps covering main stage area.

8. Corner - OP.

9. Get-In - Dock doors at 'loading height' from street. Lorry bay opening directly onto stage. Opening: 2.5m wide, 5.7m high.

10. Back Wall - The back wall of the stage is a moveable acoustic wall which can be repositioned to suit the size of the performing ensemble.

11. Acoustic Reflectors - Acoustic reflectors over the entire stage area allow a variety of configurations to aid the production of live music performed from the stage. These store vertically and are 'flown' out for other performance use.

12. Fly Tower - 16.2m travel on bars. 38 double purchase counterweight sets, 500kg flying load plus up/downstage sets SR and SL for masking. Bars are 12m long with 1m extensions on either end. 12 hemp sets.

13. Scene Dock - USL


Lighting:

1. Control - (Main House) ADB Phoenix 5 desk with 360 channels & 2 displays.
(Studio) Sirius Zero 88 48 way desk

2. Dimmers - (Main House) ADB Eurotrack - 195 ways of stage lighting, of which 24 are 25amp and the rest 16amp. Also 3 x 16amp orchestra pit dimmers and 38 x non-dims

3. Lighting Bars -

    1 x 12 metre x 12 way
    1 x 12 metre x 24 way
    2 x 12 metre x 18 way
    1 x cyc bar with 5 x 4 x 5 kw circuits and 4 single 5 kw circuits


4. Luminaires -

    5 x ACP 1004C quad floods x 1200w
    6 x ACP 1004H groundrow
    20 x F101 Fresnels x 1200w x 13-59° (With barn doors)
    10 x F201 Fresnels x 2000w x 8.5-54° (With barn doors)
    20 x C103 Fresnels x 1200w x 7-61° (With barn doors)
    20 x DW105 Zoom condenser spotlights x 1200w x 15-38°
    24 x DS105 Condenser spotlights x 1200w x 15-31°
    15 x DSN105 Zoom condenser spotlights x 1200w x 11-23°
    6 x DS205 Zoom condenser spotlights x 2000w x 15-31°
    2 x Neithammer 1.2kw HMI followspots
    22 x Thomas Parcans x 1000w (CP62s)
    4 x DS51 Zoom profile spotlights x 650w x 18-38°
    44 x Parnells (Source 4 x 575w)
    8 x Martin Pro Mac 500's with Flight cases

5. Positions - Two lighting bridges FOH with variable height bars; Front of Upper Circle and Dress Circle; Perches and over Boxes.

6. Miscellaneous - 4 moveable 'ladders' on either side of the stage,

7. Temporary Supply - Z-wing: 250A 3ph DSR.

8. Multis -

    4 x 14m with 4 six channel drop boxes and spiders
    1 x 34m x 6 way
    1 x 43m x 5 way
    1 x 26m x 5 way
    1 x 29m x 4 way
    1 x 27m x 4 way

9. 15amp extensions -
1 x 1m     3 x 1.5m     4 x 2m     7 x 2.5m
3 x 3m     2 x 4m     1 x 4.5m     14 x 5m
1 x 6m     1 x 7m     4 x 8m     1 x 8.5m
1 x 9.5m     12 x 10m     1 x 10.5m     3 x 11.5
1 x 12m     1 x 13m     3 x 18m      

10. Adaptors -

    4 x 13-15s
    8 x 15-13s
    2 x 13-16s
    3 x 16-13s
    1 x 15-16
    5 x 13amp 4 gang plug boards
    4 x 13amp 6 gang plug boards
    1 x 13amp Double plug board
    2 x 13amp 25m extension cables
    2 x single phase 32-63amp adaptors
    27 Splitters
    22 Grelcos

11. Other -

    34 x Rat music stands with halogen lights
    1 x Double conductors stand with halogen light
    60 x Stage weights
    12 x Stage braces extending to 4 metres
    6 x Stage braces extending to 2 metres
    6 x Timber book flats @ 6m x 1.5m x 1.5m
    2 x Timber single flats @ 6m x 1.8m
    1 x Large extension ladder
    1 x Access master personnel lift
    1 x Maytag industrial washer/dryer (wardrobe)
    2 x 20" Mirror balls with heavy duty rotator
    1 x Pyroflash System complete
    1 x martin Professional Atomic 3000 Strobe (DMX)
    2 x Unique Hazers
    1 x Steinway Grand Piano
    1 x 35mm Victoria 5 Film Projector. Screen size 8.6m x 4.6m

12. Rostra -

    20 x 2m x 1m steeldeck
    5 x 1m x 1m steeldeck
    8 x 4ft x 4ft wooden

13. Legs for Rostra -
20 x 250mm     20 x 300mm
20 x 450mm     36 x 600mm
20 x 700mm     20 x 950mm
20 x 1.2m      

 


Sound:

1. Equipment:-

    Speakers:
    5 x Tannoy T300 12"Co - Axil
    2 x Tannoy 1 x 18" Bass Bins
    8 x Bose 802s
    Amps:
    4 x Yamaha 4000 Series
    1 x Crown K1
    Desks:
    1 x Soundcraft Spirit 8 24 Channel
    1 x Soundcraft Folio 12 Channel
    FX:
    1 x Denon CD Player
    1 x Denon Tape Deck
    2 x Denon Mini-Discs
    2 x Yamaha 31 Band Graphics
    2 x Drawmer Compressors
    Microphones:
    2 x Sony Handhelds
    2 x Sony Lapels
    2 x SM 565s
    1 x SM 58s
    Mic Cables:
    18 x 10 metre XLR/XLR
    6 x 3 metre Jack to Jack
    2 x 3 metre Male to Jack
    2 x 3 metre Phono to Phono
    4 x 2 metre XLR to XLR
    Cue Lights:
    12 x Cue lights complete with trailing cables
    Mic Stands:
    3 x Straight stands
    Head Sets:
    10 x Cranford
    Multi - 1 x 24 in x 8 out
    Adapters:
    4 x Female to Jack
    1 x Male to Jack
    Speaker Cables:
    Speakon to Speakon
    5 x 10 metre
    5 x 20 metre
    Speakon to XLR:
    1 x 10 metre
    1 x 20 metre

2. Temporary Supply - 63A 3ph DSL.

3. SIAP - (System for Improved Acoustic Performance) providing a high quality variable acoustic to suit the different types of non-reinforced music performances (recitals, opera, symphonic and choral concerts) and non-reinforced speech (drama, lectures, conferences). The system will also be used for reproduction of Dolby digital (SR-D) sound effects and theatre sound effects.

4. Communications System - The theatre will have a performance control cue light and intercom system.

5. PA - Full conferencing PA system with radio mics for speakers.

6. Projection Equipment - 35mm Film projector and Full Size cinema screen.

Sound and Lighting control position from rear of stalls if necessary.
Control Rooms at rear of Dress Circle.


Stage Curtains & Drapes

1. House Tabs - Fly or Wipe.

2. Travellers - 3prs 6.3m x 7.5m drop with 60% fullness

3. Borders - 4 x 12m x 4m drop

4. Legs - 8 x 2.4m x 7.5m drop with 60% fullness

5. Cyclorama - Filled white cloth. 12m x 9m drop

6. Full set of slash curtains


Backstage Accommodation

1. Dressing Rooms:
Stage Level - 2 x Quick-Change
First Floor - 1 x 3 persons or Conductor's Room
Second Floor - 2 x 2 persons, 4 x 4 persons, 1 x 9 persons, 2 x 12 persons
Third Floor - 2 x 3 persons
All dressing rooms with ensuite showers

2. Offices - Ground Floor: Stage manager, Crew Room, Kitchen, Visiting Company Manager, Stage Doorkeeper.

3. Wardrobe - First Floor: Fully equipped for maintenance and laundry

4. Green Room - Third Floor: Fully furnished with Kitchen and service counter

5. Rehearsal Room - Third Floor 12m x 12m x 4.25m to fixed grid. Mirrored wall, Full length windows (one side), Air conditioned.

All floors are serviced by a lift. 

